[F High Shrink Cigarette Overwrap Film
COSMO FILMS HST-O (HSR]

Structure Typical Values
"q-_; Properties ’ Units e HST-0 (HSR)
%
B o Physical Data
n o—— Hot 'S.|Ip mOdITI.ed, HS OPP layer micron 18 20
E Add't'Ye mod}fled OPP Core Average Thickness gauge D-374-C 70.85 78.74
C *— Hot slip modified, HS layer mils 070 079
o Thickness Variati % (£) 3
— ickness Variation o (£
3 Density glcc 0.905
E Average Substance g/m’ 16.29 18.10
N o Kinetic COF F-F D-1894 0.20 - 0.30
5 M Yield mikg D-4321 6138 | 5625
= , . Optical Data
|Bt.IS a. clcla-eg)d.rudte(i, |golth side Iuntre]fllted and heat sealable Gloss (45°) gardner D-2457 > 88
i-axia riented Polypropylene film.
y ypropy Haze % D-1003 15-22
Feat Mechanical Data
eatures . MD 1300 - 1600
Tensile Strength kg/ cm? D-882
® Excellent transparency and clarity D 2400 - 2800
. L . . . MD 100 - 170
® Excellent machinability on high-speed machines Elongation % D-882
TD 30-70
® High shrinkage for tight packs
® High aroma & moisture barrier
. Shrinkage . MD | 4.0-6.0
® Good stiffness (120°C, 5 min.) — % D-1204 4060
Seal Initiation Temp. °C CTM 118

m Heat Seal Strength g/25 mm CT™M 425

CTM : Cosmo Test Method MD : Machine Direction  TD : Transverse Direction

Disclaimer : The information provided above is based on COSMO FILMS LTD's conclusive tests, which are indicative only and provided as guidelines.
They do not constitute a guarantee of any specific product attributes or the suitability of products for specific applications.
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